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It is certified that error appears in tine above-identified patent and tliat said Letters Patent is hereby corrected as shown below: 

Column 1, Lines 48-49, reads "an apparatus and method is provided.. .that.. .improves the process" and 
should read ~ an apparatus and method are provided.. .that.. .improve the process ~. 

Column 1, Line 66, reads "This plurahty of add menu option includes" and should read ~ This 
plurahty of add menu options includes ~. 

Column 2, Line 19, reads "This home menu options includes" and should read ~ This home menu 
option includes ~. 

Column 2, Lines 41-42, reads "to include a remainder of option... minus the first subset of option" and 
should read ~ to include a remainder of options... minus the first subset of options ~. 

Column 3, Lines 4-5, reads "a remainder of option... minus the first subset of option" and should read 
~ a remainder of options... minus the first subset of options ~. 

Column 6, Line 3, reads "and/or; rotors purchased" and should read ~ and/or rotors purchased ~. 

Column 6, Lines 49-50, reads "Each of the... facilitate access to" and should read ~ Each of 
the...facihtates access to ~. 

Column 9, Line 53, reads "menu 60 may updated to include" and should read ~ menu 60 may be 
updated to include ~. 

Column 10, Line 28, reads "menu 60 may updated to include" and should read ~ menu 60 may be 
updated to include ~. 
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Column 12, Claim 11, reads "the processor is configured to determine the selection event has occured 
in response to a predetermined amount of time has elapsed since last receiving the signal" and should 
read ~ the processor is configured to determine that the selection event has occured in response to a 
predetermined amount of time having elapsed since last receiving the signal ~. 

Colunm 13, Claim 22, reads "the processor is configured to determine the selection event has occured 
in response to a predetermined amount of time has elapsed since last receiving the signal and should 
read ~ the processor is configured to determine that the selection event has occured in response to a 
predetermined amount of time having elapsed since last receiving the signal ~. 



